
・Samarium-Cobalt magnets are powerful permanent magnets,
 second only to neodymium magnet, and deliver excellent performance 
 in high-temperature environments. With outstanding heat and corrosion resistance, 
 they are widely used in applications that require high reliability.

・ For motors and generators used in high temperature environments.
    高温環境で使用されるモーター・発電機用。
・For meters and sensors that require temperature stability.
    温度安定性が要求されるメーターやセンサー用。

【Reliable quality assurancest/信頼の品質保証】
・Sourced from ISO䐽䐴䐴䐵 and IATF䐵䐺䐽䐸䐽 certified manufacturers to ensure high reliability.
  ISO䐽䐴䐴䐵、IATF䐵䐺䐽䐸䐽などの国際認証を取得しているメーカーから調達し、高い信頼性を確保しています。
【Technical Support/テクニカルサポート】
・Magnet experts work closely with manufacturers to deliver technical support.
 磁石専門スタッフが磁石メーカーと連携し、技術サポートを行います。
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  Our Strengths/当社の強み

  Products and Magnet characteristics/製品および磁気特性

■Samarium Cobalt 䐵:䐹 type   (SmCo5)

 Smco
Remanence Coercivity Intrinsic Coercivity Max.Product Energy Max.

Br Hcb Hcj (BH)max Working Temp.
(mT) (kGs) (kA/m) (kOe) (kA/m) (kOe) (kJ/m3) (MGOe) （℃）

ZR24

ZR16 770-860 7.7-8.6 581-661 7.3-8.3 ≧1592 ≧20 119-143 15-18

ZR18 8.1-9.0 605-693 7.6-8.7 ≧1592 ≧20 127-159 16-20

ZR22 900-960

ZR20 850-920 8.5-9.2 637-708 8.0-8.9 ≧1592 ≧20 143-167 18-21

9.5-10.0 716-772 9.0-9.7 ≧1592 ≧20 175-199 22-25

250

20-239.0-9.6 677-740 8.5-9.3 ≧1592 ≧20 159-183
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438-780 5.5-9.8 ≧517 ≧6.5 175-199 22-25ZR24L 950-1000 9.5-10

175-199 22-25

ZR24H 950-1000 9.5-10

ZR24M 950-1000 9.5-10 637-780 8.0-9.8 ≧1433 ≧18

22-25

ZR26L 1000-1050 10.0-10.5 438-820 5.5-10.3 ≧517 ≧6.5 191-215 24-27

685-780 8.6-9.8 ≧1990 ≧25 175-199
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ZR26H 1000-1050 10.0-10.5 724-820 9.1-10.3

ZR26M 1000-1050 10.0-10.5 837-820 8.0-10.3 ≧1433 ≧18 191-215 24-27

≧1990 ≧25 191-215 24-27

ZR35H 1160-1200 11.6-12.0 836-940 10.5-11.8

Max.Product Energy
(BH)max

■Samarium Cobalt 䐶:䐵䐻 type   (Sm2Co17) 高温磁体
Max.

ZR22G 980-1020 9.8-10.2 716-780 9.0-9.8 ≧1990 ≧25 183-199 23-25

ZR23G 1020-1050 10.2-10.5 756-812 9.5-10.2 ≧1990 ≧25 191-215 24-27

≧1990 ≧25 263-279 33-35

  Products and Magnet characteristics/製品および磁気特性

■Samarium Cobalt 䐶:䐵䐻 type   (Sm2Co17) 低温度係数

Grade
Remanence Coercivity Intrinsic Coercivity Max.Product Energy Max.

Br Hcb Hcj (BH)max Working Temp.
(mT) (kGs) (kA/m) (kOe) (kA/m) (kOe) (kJ/m3) (MGOe) （℃）

ZRT18 81-900 8.1-9.0 605-693 7.6-8.7 ≧1592 ≧20 127-159 16-20

20-23ZRT22

Grade
Remanence Coercivity Intrinsic Coercivity

Br Hcb Hcj
(mT) (kGs) (kA/m) (kOe) (kA/m) (kOe) (kJ/m3) (MGOe)

900-960 9.0-9.6 677-740 8.5-9.3 ≧1592 ≧20 159-183

207-231 26-29

ZR28M 1040-1080 10.4-10.8 637-844 8.0-10.6 ≧1433 ≧18 207-231 26-29

ZR28L 1040-1080 10.4-10.8 438-844 5.5-10.6 ≧517 ≧6.5

ZR28H 1040-1080 10.4-10.8 756-844 9.5-10.6 ≧1990 ≧25 207-231 26-29

Working Temp.
（℃）

350

■Samarium Cobalt 䐶:䐵䐻 type   (Sm2Co17)

Grade
Remanence Coercivity Intrinsic Coercivity Max.Product Energy Max.

Br Hcb Hcj (BH)max Working Temp.
(mT) (kGs) (kA/m) (kOe) (kA/m) (kOe) (kJ/m3) (MGOe) （℃）

ZR30L 1080-1120 10.8-11.2 438-876 5.5-11.0 ≧517 ≧6.5 223-239 28-30

ZR30M 1080-1120 10.8-11.2 637-876 8.0-11.0 ≧1433 ≧18 223-239 28-30

ZR30H 1080-1120 10.8-11.2 780-876 9.8-11.0 ≧1990 ≧25 223-239 28-30

ZR32L 1120-1140 11.2-11.4 438-892 5.5-11.2 ≧517 ≧6.5 235-255 30-32

ZR32M 1120-1140 11.2-11.4 637-892 8.0-11.2 ≧1433 ≧18 235-255 30-32

ZR32H 1120-1140 11.2-11.4 812-892 10.2-11.2 ≧1990 ≧25 235-255 30-32

ZR33L 1140-1160 11.4-11.6 438-907 5.5-11.4 ≧517 ≧6.5 247-263 31-33

828-907 10.4-11.4 ≧1990 ≧25 247-263 31-33

ZR33M 1140-1160 11.4-11.6 637-907 8.0-11.4 ≧1433 ≧18 247-263 31-33

500

450

350

ZR35M 1160-1200 11.6-12.0 637-940 8.0-11.8 ≧1433 ≧18 263-279 33-35

ZR35L 1160-1200 11.6-12.0 438-940 5.5-11.8 ≧517 ≧6.5 263-279 33-35

ZR33H 1140-1160 11.4-11.6


